$ZLEN

APPLICATION / DESCRIPTION

NEW DESIGN OR REPLACE OLD LAMP TO SAVING ENERGY AND LONG DURATION TIME

LED DOWNLIGHT XZKKS 7W, 18W, 25W, 35W

Specification
MODEL LED DOWNLIGHT XZKKS
BODY MATERIAL ALUMINUM

INPUT VOLTAGE 180-260 VAC 50Hz
LED CHIP CREE

POWER 7W, 18W, 25W, 35W
EFFICACY 90-95 Lm/W

COLOR RENDERING INDEX  >90

LED COLOR TEMPERATURE 3000K-6300K

THDi 15%
POWER FACTOR 0.95
WORKING TEMPERATURE 0-45dg
LIGHTING SOURCE LIFE 50000HTrs
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XZKKSO7 7W 3000K-6500K [ >90 30°/45° | AC180-260V 75 55 76 ALUMINUM CREE LIFUD 8645
XZKKS18 18W 3000K-6500K | >90 30°/45° | AC180-260V 103 75 105 ALUMINUM CREE LIFUD 81,080
XZKKS25 25W 3000K-6500K | >90 30°/45° | AC180-260V 120 95 128 ALUMINUM CREE LIFUD 81,500
XZKKS35 35W 3000K-6500K | >90 30°/45° | AC180-260V 140 115 130 ALUMINUM CREE LIFUD 81,830
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