
					FLOOD	LIGHT-JUDY

SPECIFICATION

LED	MODULE

MATERIAL

INPUT	VOLTAGE

LED	CHIP

POWER

LUMINOUS	FLUX

EFFICACY

COLOR	RENDERING	INDEX

LED	COLOR	TEMPERATURE

BEAM	ANGLE

POWER	FACTOR

WORKTEMPERTURE

DIMENSION

LIGHT	SOURCE	LIFE

STANDARD

TIS.	1955-2551	LIGHTING	AND	SIMILAR	EQUIPMENT:
RADIO	DISTURBANCE	LIMITS
ISO	9001	CERTIFIED	FOR	QUALITY	CONTROL

96x1MO 96x2MO 96x3MO
	ALUMINIUM

AC	85-305V	(50/60Hz)

	ALUMINIUM

AC	85-305V	(50/60Hz)

≥0.95

		-10~45°C

	224*358*68

	OSRAM	3030		

	80W

	>9600LM

>120	lm/w

>70

	>50,000	Hr

	ALUMINIUM

AC	85-305V	(50/60Hz)

	OSRAM	3030		

	150W

	>18000LM

>120	lm/w

>70

3000k/6500k

	135*85/60

≥0.95

		-10~45°C

	260*358*68

	>50,000	Hr

3000k/6500k

	135*85/60

	OSRAM	3030		

	240W

	>29000LM

>120	lm/w

>70

	>50,000	Hr

3000k/6500k

	135*85/60

≥0.95

		-10~45°C

	360*358*68


