SZLEN

APPLICATION / DESCRIPTION

NEW DESIGN OR REPLACE OLD LAMP TO SAVING ENERGY AND LONG DURATION TIME

LED STREET LIGHT 100W MEA

Specification

MODEL XZ-ST

BODY MATERIAL ALUMINUM DIE CAST
INPUT VOLTAGE 85-305 VAC 50Hz
LED CHIP SMD LUMILEDS
POWER 100W

LUMINOUS FLUX >14000 LUMEN
EFFICACY >140 Lm/W

COLOR RENDERING INDEX 70 Ra

LED COLOR TEMPERATURE 3000K-6500K
THDi 15%

POWER FACTOR >0.95

WORKING TEMPERATURE -20 to 45°C
LIGHTING SOURCE LIFE 50000 Hrs.

SURGE PROTECTION 10KV

IP PROTECTION RATING IP65

DRIVER PHILIPS/MEANWELL
WEIGHT 6.5 Kg

Lighting distribution curve Dimension of Product

LED Light source Driver
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LED STREET LIGHT 100W MEA

Street 1/ Planning data street 1/ False Colour Rendering

Street Profile

Roadway 1

Maintenance factor: 1.00

Luminaire Arrangements
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0.00
_uminaire:

Luminous flux (Lamps):
_uminaire Wattage:
Arrangement:

Pole Distance:
Mounting Height (1):
Height:

Overhang (2):

Boom Angle (3):

Boom Length (4):

_uminous flux (Luminaire):

36.00 m

14500 Im

14500 Im

100.0 W

Single row, bottom
36.000 m

9.000 m

8.906 m

1.500 m

200°

2.000 m

Gnd: 12 x 9 Points
Emr [Ix]
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(Width: 10.500 m, Number of lanes: 3, tarmac: R3, q0: 0.070)

(3)
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(2)

Maximum luminous intensities

at 70°: 418 cd/klm
at 30°: 219 cd/kim
at 90°: 16 cd/kim

Any direction forming the specified angle from the downward vertical,
with the lJuminaire installed for use.

Arrangement complies with glare index class D.2.
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Values in Lux, Scale 1 : 301
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LED STREET LIGHT 150W MEA
APPLICATION / DESCRIPTION

NEW DESIGN OR REPLACE OLD LAMP TO SAVING ENERGY AND LONG DURATION TIME

Specification

MODEL XZ-ST

BODY MATERIAL ALUMINUM DIE CAST
INPUT VOLTAGE 85-305 VAC 50Hz
LED CHIP SMD LUMILEDS
POWER 150W

LUMINOUS FLUX >20000 LUMEN
EFFICACY >140 Lm/W

COLOR RENDERING INDEX 70 Ra

LED COLOR TEMPERATURE 3000K-6500K
THDi 15%

POWER FACTOR >0.95

WORKING TEMPERATURE -20 to 45°C
LIGHTING SOURCE LIFE 50000 Hrs.

SURGE PROTECTION 10KV

IP PROTECTION RATING IP65

DRIVER PHILIPS/MEANWELL
WEIGHT 7.5 Kg

Lighting distribution curve Dimension of Product

LED Light source Driver
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LED STREET LIGHT 150W MEA

Street 1/ Planning data

Street Profile

Roadway 1 (Width: 10.500 m, Number of lanes: 3, tarmac: R3, g0: 0.070)

Maintenance factor: 1.00

Luminaire Arrangements
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Luminaire:

Luminous flux (Luminaire).

Luminous flux (Lamps):
Luminaire Wattage:
Arrangement:

Fole Distance:
Mounting Height (1):
Height

Overhang (2):

Boom Angle (3):

Boom Length (4)

—
36.00 m

21000 Im

21000 Im

1500 W

Single row, bottom
36.000 m

9.000 m

8.903 m

1.500 m

15.0°

2.000 m

Maximum luminous intensilies

at 70*
at 80°
at 90°:

409 cd/kim
161 cd/kim
10 cdikim

Any Grethon forming the specifed angle from the downward vertcal,
with ihe luminging msiaded for use

Arrangement complies with luminous intensity class

G1.

Arrangement complies with glare index class D.3.
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Values in Lux, Scale 1 : 301
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